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Tyres:
4x Product of our choice (M+S)
245/70 R17.5
Load Index 143/141L(146/146F)

Bogie with recess.

Connection kit.

Without steering system.

Surface of the axle bogie painted with sand as anti-slip-coating.

Yellow reflective tape on both sides over the entire length according to the EU regulation.

Hydraulic coupling pin

HRM full metallization

BEKA-MAX central lubrication for a 1 axle bogie with NLGI-2 normal grease.

(not connected to the steering rods).

Finishing

Wheels hubs : 
Outer frame: : 
Chassis / structure: :

Silvergrey

FAY-Grau-34-0260 
FAY-Grau-34-0260

1 x 4-axles central bogie, type 245/2850/1360

4-axles central bogie, type 245/2850/1360
according to drawing: FEL_DWG-018187
Universal coupling head in front and at rear.
Bogie width: 2.850 mm
Tare weight (+/- 3%): 9.700 kg

Options

Tyres:
16x Product of our choice (M+S)
245/70 R17.5
Load Index 143/141L(146/146F)

Bogie with recess.

Integrated rear-steering system.

Connection kit.

Surface of the axle bogie painted with sand as anti-slip-coating.

HRM full metallization

Kit outriggerss (230 mm) for a 4-axle bogie comprising:
 °Extendable outriggers between the axles.
 °2 piece hooked outriggers in the area of the coupling heads.

SECOND DELIVERY COMBIMAX

Bogie PA

1 x 1-axle central bogie, type 245/2850/1360 « Joker-axle »

1-axle central bogie, type 245/2850/1360 « Joker-axle » according to drawing: FEL_DWG-018185
Universal coupling head in front and at rear.
Bogie width:
Tare weight (+/- 3%): 2 950 kg

Options

enerp
Вычеркивание
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Steel rimmed timber for a 4 axles bogie

Yellow reflective tape on both sides over the entire length according to the EU regulation.

Hydraulic coupling pin

BEKA-MAX central lubrication for a 4 axle bogie with NLGI-2 normal grease.
(not connected to the steering rods).

Finishing

Wheels hubs : Silvergrey

Outer frame: : FAY-Grau-34-0260

Chassis / structure: : FAY-Grau-34-0260

1 x 6-axles central bogie, type 245/2850/1360

6-axles central bogie, type 245/2850/1360
according to drawing: FEL_DWG-018191
Universal coupling head in front and at rear.
Bogie width: 2.850 mm
Tare weight (+/- 3%):

Options

Tyres:
24x Product of our choice (M+S)
245/70 R17.5
Load Index 143/141L(146/146F)

Bogie with recess.

Integrated front and rear-steering system.

Connection kit.

Surface of the axle bogie painted with sand as anti-slip-coating.

Kit outriggerss (230 mm) for a 6-axle bogie comprising:
 °Extendable outriggers between the axles.
 °2 piece hooked outriggers in the area of the coupling heads.

Steel rimmed timber for a 6 axles bogie

Yellow reflective tape on both sides over the entire length according to the EU regulation.

Hydraulic coupling pin

HRM full metallization

BEKA-MAX central lubrication for a 6 axle bogie with NLGI-2 normal grease.
(not connected to the steering rods).

Finishing

Wheels hubs : Silvergrey

Outer frame: : FAY-Grau-34-0260

Chassis / structure: : FAY-Grau-34-0260
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Quick coupling adapter

1 x A quick coupling adapter SKA-380

A lowbed quick coupling device (category-380) with universal coupling head in front and hook receiver at the
rear.
Tare weight (+/- 3%): 1.400 kg

Options

Two pairs of lashing rings on the quick coupling adapter (LC 16.000 daN).

Pressure pieces to connect to a 17,5" Combimax bogie.
For 19.5" bogies other adapters are required.

HRM full metallization for a hook adapter.

Hydraulic coupling pin

Finishing

Standard: : FAY-Grau-34-0260

Lowbed

1 x Flat bed deck "FBX" *-*-380-4.00-2.85-225-2850-N-BK-KK

Flat bed deck "FBX" in super-low design (category-380) with compression-joint in front and with universal
coupling head at rear .
Clear loading length: 4.000 mm
Coupling length: 4.500 mm
Basic width: 2.850 mm
Beam height: 225 mm
Beam width: 2.850 mm
(Loading height 375 mm at 150 mm ground clearance)
Tare weight (+/- 3%): 6.000 kg

Options

On the top of the loading area outside a fixing point ø 40 mm for screwable lashing rings (LC
16.000 daN).

Lashing rings ± every 1.000-1.200 mm outside of the flat bed deck (LC 10.000 daN) with cutout in
the upper plate over each lashing ring.

Loading area painting with sand as anti-slip-coating.

EPH supply pipes with fixing possibility on outer side of the flat bed deck.
Side marker lights fixed.

Two pairs of lashing rings at the rear cross beam (LC 16.000 daN).

Pressure pieces to connect to a 17,5" Combimax bogie.
For 19.5" bogies other adapters are required.

HRM full metallization for a lowbeed.

Yellow reflective tape on both sides over the entire length according to the EU regulation.
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Finishing

Standard : FAY-Grau-34-0260

1 x Flat bed deck "FBX" *-*-380-5.00-2.85-225-2850-N-HK-BK

Flat bed deck "FBX" in super-low design (category-380)  with hook system in front and with compression-joint
at rear.
Clear loading length: 5.000 mm
Coupling length (incl. quick coupling adapter): 5.950 mm
Basic width: 2.850 mm
Beam height: 225 mm
Beam width: 2.850 mm
(Loading height 375 mm at 150 mm ground clearance)
Tare weight (+/- 3%): 7.400 kg

Options

Access ramps with square iron ledges for in front of the flat bed deck.

On the top of the loading area outside a fixing point ø 40 mm for screwable lashing rings (LC
16.000 daN).

Lashing rings ± every 1.000-1.200 mm outside of the flat bed deck (LC 10.000 daN) with cutout in
the upper plate over each lashing ring.

Loading area painting with sand as anti-slip-coating.

EPH supply pipes with fixing possibility on outer side of the flat bed deck.
Side marker lights fixed.

HRM full metallization for a lowbeed.

Yellow reflective tape on both sides over the entire length according to the EU regulation.

Finishing

Standard : FAY-Grau-34-0260

Add-On-Beam

1 x Add-On Beam "A" 12.60-10-1.36-700-520-2.85-2.85-380-KK-KK

12 600 mm Add-On Beam for an assembly in min. 10 Combimax axle lines of the series 245/2850/1360 with
recess 700 x 520 mm (category-380).
following drawing: FEL_DWG-018650
Single telescopic Add-On Beam with coupling head in front and slidable locking head at rear.
Coupling length: 1 000 - 12 600 mm
Telescopic length: 11 600 mm
Tare weight (+/- 3%): 8 000 kg

Options
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Locking head at rear in front with a pair of lashing rings (LC 10.000 daN) hinged outward and a
pairs of stake pockets for stakes ± 100 x 50 mm.

Connection kit.

A locking position every 500 mm on the large extension.
Each locking position is reinforced.
The locking bolt is conical.

One lashing ring hanging every 2.000 mm left and right of the extension beam (LC 10.000 daN).

Coupling head in front with a pair of lashing rings (LC 10.000 daN) hinged outward and a pairs of
stake pockets for stakes ± 100 x 50 mm.

Coupling head with devices to put deck filling sections.

Sand coating on the loading surface of the coupling head or sliding bolster.

Pressure pieces to connect to a 17,5" Combimax bogie.
For 19.5" bogies other adapters are required.

HRM full metallization for a add-on beam

1 additional sliding bolster, ± 500 mm long for the large extension.
Devices to put deck filling sections.
Suspension point for chain, suitable for the assembly of the sliding bolster, unfit for the
lashing of the loading.
Sand coating on the loading surface of the sliding bolster.
Including clamp-locking for locking the sliding bolster on the extension.

1 additional sliding bolster, ± 1.000 mm long for the large extension.
Devices to put deck filling sections.
Suspension point for chain, suitable for the assembly of the sliding bolster, unfit for the
lashing of the loading.
Sand coating on the loading surface of the sliding bolster.
Including clamp-locking for locking the sliding bolster on the extension.

Yellow reflective tape on both sides over the entire length according to the EU regulation.

Hydraulic coupling pin

Finishing

Chassis / structure: : FAY-Grau-34-0260

Top of coupling / locking head: FAY-Grau-34-0260

Lighting and signage

1 x Lighting element

Detachable lighting element (left/right) for the back of a Combi-Modul, conform to the EU-regulations.
Tare weight (+/- 3%): 100 kg

Options

An LED reversing lamp on the left and right side.

An LED  flashing beacon with holder on the left and right side.

Mounting possibility for a number plate (520 x 110 mm) including lighting.

A socket for the cable remote control for remote steering.
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Single tires

White/Red reflective tape on the rear over the length according to the BR regulation.

A LED working lamp at the rear on the left and right side with separate on/off switch.

Finishing

Standard : RAL 9010 Pure white

1 x Warning boards-2.85

A set of warning boards consisting of 4 warning boards with 2 LED position lights and holders on the boards to
put a flashing beacon.

Options

Warning boards extendable ± 1.000 mm

1 x Underride protection-2.85-3.00

Underride protection, detachable

Options

Red reflective tape on the rear over the length according to the EU regulation.

Finishing

Standard : FAY-Grau-34-0260

Powerpack

2 x Powerpack-HA-1-EU-Std.-Spez.

1-cylinder Hatz diesel engine (Silent pack) with electric starter and battery.
Performance: 9.5 kW (12.9PS) at 3.000 rpm
Exhaust classification: EU Stage V
Hydraulic pressure: 280 bar
Flow rate: 21 l/min
Frame for mounting on the front or the back of a Combi module, as well for the mounting on the gooseneck.
Frame galvanized.

Options

Throttle lever for adjustment of the rotational speed.



7/12OC Nr.: 

Hydraulic oil tank: 150 l

Cover plate on the upper face of the chassis

Remote control

2 x Wireless remote control:

Wireless remote control for the steering system with LED control lamps on the receiver for the alignment of
the axles.

Turntables

1 x Front turntable 75 to-(245/285)

Combimax turntable mounted on ball socket for the front axle group.
Mounting possibility on 245/2850/1360 or 1500 series and 285/2850/1360 or 1500 series bogies.
according to drawing: FEL_DWG-019167
Payload: 75.000 kg
Construction height: 380 mm
Loading surface: 2.750 x 850 mm
2 removable sliding shoes underneath the loading surface.
16 x threated holes M-42 sideward on the loading surface for lashing rings to bolt (LC 20.000 daN)
1 pair of conical holes on the loading surface for load securing spears.
Connecting lines between turntable and axle bogie.
Tare weight (+/- 3%): 1.900 kg

Options

HRM full metallization for a turntable for the front axle group.

Finishing

Standard : FAY-Grau-34-0260

1 x Rear turntable 75 to-(245/285)

Combimax turntable mounted on ball socket for the rear axle group.
Mounting possibility on 245/2850/1360 or 1500 series and 285/2850/1360 or 1500 series bogies.
according to drawing: WWP_DWG-020153
Payload: 75.000 kg
Construction height: 380 mm
Loading surface: 2.750 x 850 mm
2 sliding shoes underneath the loading surface.
Hydraulic self-tracking device.
16 x threated holes M-42 sideward on the loading surface for lashing rings to bolt (LC 20.000 daN)
1 pair of conical holes on the loading surface for load securing spears.
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Connecting lines between turntable and axle bogie. 
Tare weight (+/- 3%): 2.400 kg

Options

HRM full metallization for a turntable for the rear axle group.

Finishing

Standard : FAY-Grau-34-0260

1 x Supply line package 30 m

Supply line package for a turntable clearance of 30 m 
Tare weight (+/- 3%): 60 kg

Finishing

Standard : FAY-Grau-34-0260

Steering rods

6 x Steering rods to connect combimodules 1.360 mm

Steering rods to connect combimodules with a wheelbase of 1.360 mm.
Art. No.: 347386

Options

Gelakt in "FAY-grijs-34-0260"

1 x Steering rods kit 2/3-axle 245/1360 - 285/1360

Set of steering rods to use a 2 or 3-axle central bogie 245/70 R17.5 or 285/70 R19.5 with a wheelbase of
1.360 mm as a rear bogie.
Art. No.: 361311

Options

Gelakt in "FAY-grijs-34-0260"

2 x Steering rods kit 4-axle 245/1360 - 285/1360
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Set of steering rods to use a 4-axle central bogie 245/70 R17.5 or 285/70 R19.5 with a wheelbase of 1.360
mm as a front bogie.
Art. No.: 361322

Options

Gelakt in "FAY-grijs-34-0260"

Steering header

2 x Drawbar coupling element 2-file

2-file drawbar coupling element for Combi-Modul in basic width 2.850mm and 3.000mm
Drawbar coupling element suitable for center bogies with 2/3/5/6 axles lines
Possibility to release the steering coupling without interrupting the transmission of pulling or pushing forces.

Options

HRM full metallization for a 2-file drawbar coupling element with steering.

Finishing

Standard : FAY-Grau-34-0260

2 x Drawbar 4000

Drawbar, length 4.000 mm with towing eyelet Rockinger RO 57394 (Ø 50 mm) and mechanical landing gear.
Tare weight (+/- 3%):

Options

HRM full metallization for a drawbar

Finishing

Standard : FAY-Grau-34-0260

General accessories

1 x Control panel (24 Volt)

Control panel (24 Volt) with control valves for suspension circuits and steering
4 pressure gauges for suspension circuits
Plug for steering remote control
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100 kg

Options

Supply lines for controlling the steering and suspension between control unit and
Combimax combination with drawbar steering head.
Powerpack + control unit mounted on top of the front bogie.
Rear protection plate for control panel included Int. N° 608261

Finishing

Standard : FAY-Grau-34-0260

1 x Control panel (24 Volt)

Control panel (24 Volt) with control valves for suspension circuits and steering
4 pressure gauges for suspension circuits
Plug for steering remote control
Tare weight (+/- 3%): 100 kg

Options

Supply lines for controlling the steering and suspension between control unit and
Combimax combination with drawbar steering head and rear turntable.
Powerpack + control unit mounted on the rear of the combination.
Hose package for a maximum of 8 axle lines.
Rear protection plate for control panel included Int. N° 608261

Finishing

Standard : FAY-Grau-34-0260

1 x Register-coupling:

Register coupling with 2 coupling heights, screwable on a Combimax bogie.
Pin, Ø 50mm suitable for Rockinger eyelet RO-57394
Tare weight (+/- 3%): 100 kg

Finishing

Standard : FAY-Grau-34-0260

1 x Push rod:

Push rod, length 3.000 mm with 2 x Rockinger eyelet RO-57394 and 4 carrying handle.
Tare weight (+/- 3%): 120 kg
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Chassis number Production Number

K0202183 Combi-Schubstange (3.000 mm) 202183

Options

Gelakt in "FAY-grijs-34-0260"

Finishing

Standard : FAY-Grau-34-0260




